HISTORY KEPT

ILLINOIS HIGHWAY INFORMATION SYSTEM

YES [ ] NO[X] STRUCTURE INFORMATION AND PROCEDURE MANUAL

NBIS REQUIRED | ITEM NAME  FRACTURE CRITICAL INSPECTION gféﬂENo' . ‘jj’:

YEs [X] NoO [] INTERVAL EFF. DATE |  07/01/02
ISIS MMIS

RESPONSIBLE

Central Bureau of Bridges and Structures (BBS)

FOR UPDATE Local Bridge Unit Central Maintenance/Operations
STRUCTURES Local State

UPDATE

SCREENS (6) Inspection Intervals (9) Intervals

INQUIRY (1) Inventory Data 1 (6) Fracture Critical Member, (1) Inventory Data 1 of 3
SCREENS (7) Fracture Critical Inspection (FR, CR, INSP) (4) Fr Cr Member (5) Fr Cr Insp

DESCRIPTION AND PURPOSE OF

ITEM

For a structure that has been designated as having fracture critical members, this item indicates
the frequency (in numbers of months) by which the structure should receive a fracture critical

inspection.

This interval is established for all fracture critical bridge types as indicated by ltem 92A1.

The Fracture Critical Inspection Interval also pertains to bridge types G1 and G2 of Item 92A1
that are related bridge types - not fracture critical.

Other required special feature inspection intervals should be reported using Item 92C - "Special
Feature Inspection Interval".

A two-digit code.

CODE AND SCREEN ENTRY INSTRUCTIONS

Enter the interval in terms of number of months, filling the leading space with zero.

EXAMPLES:

Interval

6 Months
12 Months
Not fracture critical
or related bridge type

211






